NOTE: ALL MATERIAL COMPLIANT ROHS STANDARD
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REVISION INFORMATION

Rev. | Rev. Date | Modified By Brief Description
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LINKNO. | PART NO. | LENGTH (L)
@ C) 201407 6" 152210
| 201408 6Ft 1830260 |
CONNECTION
3.5 Stereo Male 2RCA Male
Cable [(7/0.12)*1C+32/0.12)]"2F
® | cable 0D.:2.8 *5.8 Black PVC Jacket 1 |PC
@ |pvC PVC-WHITE 1 PC
® |PVC PVC - Red Ickel 1 PC
@ | 3.5 Stereo Male 3.5 Stereo Male-Nickel Plated 1 [ PC
© | RCA Male RCA Male-Nickel Plated 1 [pPc
NO. PART NAME SPECIFICATION DESCRIPTION T" UNIT

ELECTRICAL TESTING
1. CONDUCTOR RESISTANCE: =50 300V DC

ﬁ BestLinkNetware

DRAWN BY DATE: DESCRIPTION:
2011/12/31 || 3.5 Stereo Male To RCA Male
CHECKED BY SHEET 10of1 |[TEMNO. 201407

APPROVED BY [scAE 1 |[Rev.00 [N mm]|[-@- =




